TBB Big-Bag beams

Capacity in standard form is to 2.0 t

Big-Bag beams

made in Germany

LIFTING TECHNOLOGY
Big-Bag beams TBB

The lifting and transporting of Big-Bags by crane is very effective and safe compared to operations with industrial trucks.

We can supply the Big-Bag beams required for this as standard for all common sizes and load bearing capacities. If desired we can design and manufacture the appropriate load bearing equipment in accordance with your needs. The load bearing capacity in standard form is 1.0 t and 2.0 t with a grip width from 750 to 800 mm or 900 to 970 mm. The load suspension is implemented via welded-on hooks.

<table>
<thead>
<tr>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
</tr>
</thead>
<tbody>
<tr>
<td>TBB 1.0 / 1090-1090</td>
<td>1000</td>
<td>750-800</td>
<td>1090</td>
<td>210</td>
<td>110</td>
<td>25</td>
<td>60</td>
<td>27</td>
</tr>
<tr>
<td>TBB 1.0 / 1320-1320</td>
<td>1000</td>
<td>900-970</td>
<td>1320</td>
<td>210</td>
<td>110</td>
<td>25</td>
<td>60</td>
<td>33</td>
</tr>
<tr>
<td>TBB 2.0 / 1090-1090</td>
<td>2000</td>
<td>750-800</td>
<td>1090</td>
<td>240</td>
<td>135</td>
<td>28</td>
<td>75</td>
<td>42</td>
</tr>
<tr>
<td>TBB 2.0 / 1320-1320</td>
<td>2000</td>
<td>900-970</td>
<td>1320</td>
<td>240</td>
<td>135</td>
<td>28</td>
<td>75</td>
<td>44</td>
</tr>
</tbody>
</table>

- Secure and effective load handling equipment for hoisting and transporting heavy loads.
- Sturdy design for maximum reliability and safety, optimum variability and easy handling.
- Numerous combinations of load carrying capacity, gripping width and suspension possible. Ask us about custom solutions and accessories!
- Robust and durable for use in industrial, craft and trade environments.
- Standards and directives: EC Machinery Directive 2006/42/EC, DIN EN 13155 (Cranes, Non-fixed load lifting attachments), DIN EN ISO 12100, DIN EN 13001, BGV D6, BGR 500.
- Range of application: Load change < 20,000, Temperature -20° to 80° Celsius.
- Testing: BGR 500 and UVV before first commissioning by a competent inspector, chosen by the customer.

Our General Terms and Conditions apply. They are available on the Internet under www.beta-mb.de.